
300M LEGOVANÁ OCEL
Typické Aplikace

Letadlové Podvozky

Hnací Hřídele

Vysokopevnostní Šrouby

Převodovky a Reduktory

300M je nízko legovaná, vakuově přetavovaná ocel vysoké pevnosti. V zásadě je to ocel AISI 4340 modifikovaná o
křemík, vanad a lehce vyšší obsah uhlíku a molybdenu než má 4340. 300M legovaná ocel (AMS 6257, AMS 6417, AMS
6419, BS S155) má velmi dobrou kombinaci pevnosti (1900-2100 MPA po finálním tepelném zpracování), houževnatosti,
únavové pevnosti a dobré tvárnosti. 300M je plně kalitelná ocel.

Technická specifikace
Související specifikace

AMS 6257

AMS 6417

AMS 6419

BS S155

BMS 7-26

MTL 1201

MIL S 8844

Měrná hmotnost

7.83 g/cm3

Chemické složení (WT %)

  Min   Max  

C   0.39   0.44  
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Si   1.5   1.8  

Mn   0.6   0.9  

P   -   0.015  

S   -   0.015  

S+P   -   0.025  

Cr   0.7   0.95  

Mo   0.3   0.45  

Ni   1.65   2  

V   0.05   0.10  

Typické mechanické vlastnosti

  -   -   Longitudinal Transverse

0.2% Proof Stress   MPA   Min   1550 1550

Tensile Strength   MPA   Min   1900 1900
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Tensile Strength   MPA   Max   2100 2100

Elongation   %   Min   8 5

Reduction of area   %   Min   30 20

Need more information? Get in touch

General Enquiries
+44(0) 1525 217 556

Email us here

Head Office
40 Eden Way
Chartwell Business Park
Leighton Buzzard
Bedfordshire
LU7 4FY

T: +44 (0)1525 217 556

Conversion Centre
Suite 2 Meadowhall Riverside
Meadowhall Road
Sheffield
South Yorkshire
S9 1BW

T: +44 (0)1143 030 320
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