
A286 NEREZOVÁ OCEL PLECH A DESKA
Typické Aplikace

Všeobecné technické vybavení leteckých motorů

A-286 (AMS 5525, AMS 5858) je precipitačně vytvrditelná slitina. vysoký podíl obsahu Niklu a Chrómu jí dodává dobrou
korozní odolnost do teplot 1300 °F(704 °C) a oxidační odolnost do teplot 1800 °F(982 °C). A-286 může být vytvrzena
stárnutím do vysoce pevnostních úrovní. Tato slitina je rovněž používaná pro nízko teplotní aplikace vyžadující tvárnou,
nemagnetickou vysokou pevnost materiálu v teplotních škálách přibližně od pokojové teploty dolů do minimálně -320°F.
Slitina může být používána pro mírné korozní aplikace ve vodních roztocích.

Technická specifikace
Související specifikace

AMS 5525

AMS 5858

UNS S66286

Měrná hmotnost

7.9 g/cm3

Chemické složení (WT %)

  Min   Max  

C   -   0.08  

Mn   -   2.0  

P   -   0.025  

S   -   0.025  

Si   -   1.00  

Cr   13.5   16  
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Ni   24   27  

Mo   1   1.5  

Ti   1.9   2.35  

V   0.10   0.50  

AI   -   0.035  

B   0.003   0.010  

Fe   -   Bal  

Typical Mechanical Properties in the Annealed Condition

0.2% Proof Stress   MPA   275  

Tensile Strength   MPA   620  

Elongation   %   40  

Need more information? Get in touch

General Enquiries
+44(0) 1525 217 556

Email us here
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40 Eden Way
Chartwell Business Park
Leighton Buzzard
Bedfordshire
LU7 4FY
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Conversion Centre
Suite 2 Meadowhall Riverside
Meadowhall Road
Sheffield
South Yorkshire
S9 1BW

T: +44 (0)1143 030 320
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