
BS S82 - ACIER ALLIÉ S156
Applications typiques

Engrenages d'hélicoptères et d'avions

Engrenages pour le sport automobile

Le S156 est un acier Vacum Air Remelted à haute résistance ayant une résistance à la traction comprise entre 1320 et
1520 MPa. Le matériau est fourni à l’état normalisé et adouci / recuit et développe une enveloppe résistante à l’usure
après traitement de surface.

Spécification technique
Spécifications connexes

16NCD17

W.Nr 1.6722

W.Nr 1.6723

BS S82

Densité spécifique

7.8 g/cm3

Composition chimique (WT %)

  Min   Max  

C   0.14   0.18  

Si   0.10   0.35  

Mn   0.25   0.55  

P   -   0.015  

09/10/2025 10:50 1 of 3



S   -   0.012  

Cr   1.0   1.4  

Mo   0.20   0.30  

Ni   3.8   4.3  

Fe   Bal   -  

Propriétés mécaniques typiques

    Round Bar  

0.2% Yield Strength   MPA   427  

Tensile Strength   MPA   651  

Elongation   %   27  

Reduction of area   %   62.5  

Hardness   HBW   179  

Need more information? Get in touch
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General Enquiries
+44(0) 1525 217 556

Email us here

Head Office
40 Eden Way
Chartwell Business Park
Leighton Buzzard
Bedfordshire
LU7 4FY

T: +44 (0)1525 217 556

Conversion Centre
Suite 2 Meadowhall Riverside
Meadowhall Road
Sheffield
South Yorkshire
S9 1BW

T: +44 (0)1143 030 320

Useful Links
Privacy Policy

Sitemap
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