AMS 4901 - TITANIUM GRADE 4 TOLE PLAQUE

Applications typiques

Récipients cryogéniques
Dispositifs médicaux et dentaires
Transformation des aliments
Hydrométallurgie

Tuyauterie

Composants aérospatiaux

Le grade 4 (AMS 4901) est une forme de Titane commercial Pur qui posséede la plus haute résistance de tous les
Titanes Purs. Il a une excellente résistance a la corrosion dans une large variété d’environnements. On retrouve le grade
4 dans les applications aéronautiques, médicales et industrielles ou le besoin de haute résistance mécanique est
important.

Spécification technique
Spécifications connexes

AMS 4901
UNS R50700
Mil T 9046

ASTM B265

Densité spécifique

4.51 g/lcm3

Composition chimique (WT %)

Min Max
C - 0.08
N - 0.05
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(0] - 0.40

Ti - Bal
Fe ; 0.50
H - 0.015
Other - 0.40

Typical Mechanical Properties in the Annealed Condition

0.2% Proof Stress MPA 483
Tensile Strength MPA 552
Elongation % 15
Reduction of Area % 25
Hardness HRB 100

Note Grade 4

Need more information? Get in touch

General Enquiries
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+44(0) 1525 217 556

Email us here

Head Office

40 Eden Way

Chartwell Business Park
Leighton Buzzard
Bedfordshire

LU7 4FY

T +44 (0)1525 217 556

Conversion Centre

Suite 2 Meadowhall Riverside
Meadowhall Road

Sheffield

South Yorkshire

S9 1BW

T: +44 (0)1143 030 320
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