
AMS 4921 - BARRE TITANIO GRADO 4
Applicazioni Tipiche

Componenti aerospaziali

Recipienti criogenici

Idrometallurgia

Dispositivi medici e dentali

Titanio Grado 4 (AMS 4921) è una tipologia di titanio commercialmente pura e, rispetto a tutti gli altri tipi di titanio, ha una
resistenza maggiore. Ha un’eccellente resistenza anche alla corrosione in un’ampia varietà di ambienti. Il grado 4 può
essere trovato in applicazioni aerospaziali, mediche e industriali dove è richiesta un’elevata resistenza.

Specifica tecnica
Specifiche correlate

ASTM B348

TA 7

AMS 4921

ASTM F67

UNS R50700

Mil T 9047

Gravità specifica

4.51 g/cm3

Composizione chimica (WT %)

  Min   Max  

C   -   0.08  
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N   -   0.05  

O   -   0.40  

Ti   -   Bal  

Fe   -   0.50  

H   -   0.015  

Other   -   0.40  

Typical Mechanical Properties in the Annealed Condition

0.2% Proof Stress   MPA   483  

Tensile Strength   MPA   552  

Elongation   %   15  

Reduction of Area   %   25  

Hardness   HRB   100  

Need more information? Get in touch
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General Enquiries
+44(0) 1525 217 556

Email us here

Head Office
40 Eden Way
Chartwell Business Park
Leighton Buzzard
Bedfordshire
LU7 4FY

T: +44 (0)1525 217 556

Conversion Centre
Suite 2 Meadowhall Riverside
Meadowhall Road
Sheffield
South Yorkshire
S9 1BW

T: +44 (0)1143 030 320

Useful Links
Privacy Policy

Sitemap
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mailto:sales@dynamicmetalsltd.com
tel:+441525217556
tel:+4401143030320
https://dynamicmetalsltd.com/it/politica-sulla-riservatezza/
https://dynamicmetalsltd.com/it/mappa-del-sito/

