AMS 5596, AMS 5597, Blacha i Ptyta ze Stopu Niklu 718

Typowe zastosowania
Uktady wydechowe

Elementy rakiet ciektych pracujgce w kriogenicznych temperaturach

Stop 718 (znany réwniez pod nazwg handlowg Inconel 718 firmy Special Metals) AMS 5596, AMS 5597, to stop niklu i
chromu, ktéry moze by¢ poddawany obrdbce ciepinej w celu uzyskania wysokiej wytrzymatosci oraz dobrej odpornosci
na korozje. Jest tatwy w obrobce i nadaje sie do produkcji skomplikowanych komponentow, a takze wykazuje bardzo
dobrg odpornos$c¢ na pekanie po spawaniu. Stop 718 moze skutecznie pracowac w zakresie temperatur od -423°F do
1300°F.

Specyfikacja techniczna
Powigzane specyfikacje

AMS 5596
AMS 5597
UNS NO07718

ASTM B670

Gesto$¢ wtasciwa

7.98 g/cm3

Sktad chemiczny (WT %)

Min Max
Ni 50 55
Cr 17 21
Fe Bal -
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Nb+Ta 4.75 5.50
Cc - 0.08
Mn - 0.035
Si - 0.35
Ph - 0.015
S - 0.015
Ti 0.65 1.15
Cu - 0.30
B - 0.0006
Al 0.20 0.80
Co - 1.00

Mechanical Properties in the annealed condition

26/01/2026 17:03 2 of4



Sheet and strip Plate

0.2% Proof Stress MPA Max 550 725
Tensile Strength MPA Max 965 1035
Elongation % Min 30 30

Mechanical Properties in the solution treated and precipitation heat treated

condition
0.2% Proof Stress MPA Min 1035
Tensile Strength MPA Min 1240
Elongation % Min 12

Need more information? Get in touch

General Enquiries

+44(0) 1525 217 556

Email us here

Head Office

40 Eden Way

Chartwell Business Park
Leighton Buzzard
Bedfordshire

LU7 4FY

T +44 (0)1525 217 556

Conversion Centre
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mailto:sales@dynamicmetalsltd.com
tel:+441525217556

Suite 2 Meadowhall Riverside
Meadowhall Road

Sheffield

South Yorkshire

S9 1BW

T: +44 (0)1143 030 320
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tel:+4401143030320
https://dynamicmetalsltd.com/pl/polityka-prywatnosci/
https://dynamicmetalsltd.com/pl/mapa-strony/

