Pret Tytanowy Grade 2 - ASTM B348

Typowe zastosowania
Panewki stawu biodrowego
Wsporniki

Skraplacze

Zbiorniki kriogeniczne
Przyrzady montazowe

Katody

Tytan Grade 2 to komercyjnie czysta forma tytanu. Jest szeroko stosowany ze wzgledu na potgczenie doskonatej
podatnosci na formowanie, umiarkowanej wytrzymatosci oraz wyjgtkowej odpornosci na korozje. Ta kombinacja
wtasciwosci sprawia, ze tytan Grade 2 jest idealnym materiatem do réznorodnych zastosowan w przemysle chemicznym,
morskim, lotniczym oraz medycznym.

Specyfikacja techniczna
Powigzane specyfikacje

ASTM B348
ASTM F67
AMS T 9047
NACE MRO01-75
UNS R50400

W.Nr 3.7034

Sktad chemiczny (WT %)

Min Max
Cc - 0.08
N - 0.03
o - 0.250
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Ti - Bal

Fe - 0.30
H - 0.015
Other - 0.40

Typical Mechanical Properties in the Annealed condition

0.2% Proof Stress MPA Min 275

Tensile Strength MPA Min 345

Elongation % Min 20
Reduction of Area % 30
Hardness HRB 80

Need more information? Get in touch

General Enquiries
+44(0) 1525 217 556

Email us here

Head Office
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mailto:sales@dynamicmetalsltd.com

40 Eden Way

Chartwell Business Park
Leighton Buzzard
Bedfordshire

LU7 4FY

T: +44 (0)1525 217 556

Conversion Centre

Suite 2 Meadowhall Riverside

Meadowhall Road
Sheffield

South Yorkshire
S9 1BW

T: +44 (0)1143 030 320

Useful Links
Privacy Policy

Sitemap

CYBER CYBER
ESSENTIALS ESSENTIALS

v

CERTIFIED

N /
CERTIFIED
PLUS

26/02/2026 07:37

3of3


tel:+441525217556
tel:+4401143030320
https://dynamicmetalsltd.com/pl/polityka-prywatnosci/
https://dynamicmetalsltd.com/pl/mapa-strony/

