
NIKLOVÁ SLITINA ALLOY 75
Typické Aplikace

Komponenty průmyslových a leteckých plynových turbín

Komponenty průmyslových pecí

Vysoce pevností spojovací materiál

Obložky termočlánků

Přípravky a vybavení kalících pecí

Nimonic Alloy 75 je creepovému tečení odolná nikl-chrom slitina s řízeným obsahem uhlíku a malou příměsí titanu. Alloy
Nimonic 75 má dobré mechanické vlastnosti a korozní odolnost za vysokých teplot.

Technická specifikace
Související specifikace

BS HR5

BS HR504

UNS N06075

DIN 17752

ISO 9723

W.Nr 2.4630

Měrná hmotnost

8.37 g/cm3

Chemické složení (WT %)

  Min   Max  

Ni   -   Ba  

Cr   19   21  
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Fe   -   5  

C   0.08   0.13  

Mn   -   1.0  

Si   0.3   0.7  

Cu   -   0.5  

AI   -   0.3  

Ti   0.2   0.6  

Typical Mechanical Properties in the Solution Treated Condition

0.2% Proof Stress   MPA   240  

Tensile Strength   MPA   650  

Elongation   %   25  

Hardness   HB   <230 (less equal)  

Need more information? Get in touch
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General Enquiries
+44(0) 1525 217 556

Email us here

Head Office
40 Eden Way
Chartwell Business Park
Leighton Buzzard
Bedfordshire
LU7 4FY

T: +44 (0)1525 217 556

Conversion Centre
Suite 2 Meadowhall Riverside
Meadowhall Road
Sheffield
South Yorkshire
S9 1BW

T: +44 (0)1143 030 320

Useful Links
Privacy Policy

Sitemap
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