
AMS 6350, AMS 6345 - CHAPA Y PLACA DE ACERO ALEADO
4130
Aplicaciones típicas

Asientos del avión

Jaulas antivuelco

Aplicaciones automovilísticas

El 4130 es un acero de baja aleación de endurecimiento total que contiene molibdeno y cromo como agentes
reforzantes. El 4130 responde bien a la nitruración para una muy buena resistencia al desgaste y a la abrasión.

Especificación técnica
Especificaciones relacionadas

AMS 6360

AMS 6370

AMS 6371

AMS 6348

UNS G41300

Mil S 6758

Mil T 67366

Gravedad específica

7.8 g/cm3

Composición química (WT %)

  Min   Max  

C   0.28   0.33  

Mn   0.40   0.60  
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P   -   0.025  

S   -   0.025  

Si   1.5   1.8  

Cr   0.80   1.10  

Ni   -   0.25  

Mo   0.15   0.25  

Propiedades mecánicas típicas

    Tube   Bar (Hardened and
Tempered)

0.2% Proof Stress   MPA   482   517 (min)

Tensile Strength   MPA   655   655(Min)

Elongation   %   12   20 (min)

Reduction of area   %   -   40 (Min)

Hardness   HRC   -   18-22
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Need more information? Get in touch

General Enquiries
+44(0) 1525 217 556

Email us here

Head Office
40 Eden Way
Chartwell Business Park
Leighton Buzzard
Bedfordshire
LU7 4FY

T: +44 (0)1525 217 556

Conversion Centre
Suite 2 Meadowhall Riverside
Meadowhall Road
Sheffield
South Yorkshire
S9 1BW

T: +44 (0)1143 030 320

Useful Links
Privacy Policy

Sitemap
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