
AMS 6512 - Stal Maraging 250
Typowe zastosowania

Wały napędowe

Koła zębate

Elementy złączne

Podwozie do startu i lądowania

Systemy rakietowe i wyrzutnikowe

Maraging 250 to stal wzmocniona 18% niklem i kobaltem. Jest to materiał o bardzo wysokiej wytrzymałości, osiągający
1800 MPa po obróbce cieplnej, charakteryzujący się bardzo dobrą udarnością oraz doskonałymi właściwościami
poprzecznymi. Stal ta jest produkowana metodą topnienia indukcyjnego w próżni (VIM), a następnie topnienia łukowego
w próżni (VAR).

Specyfikacja techniczna
Powiązane specyfikacje

Need more information? Get in touch

General Enquiries
+44(0) 1525 217 556

Email us here

Head Office
40 Eden Way
Chartwell Business Park
Leighton Buzzard
Bedfordshire
LU7 4FY

T: +44 (0)1525 217 556

Conversion Centre
Suite 2 Meadowhall Riverside
Meadowhall Road
Sheffield
South Yorkshire
S9 1BW

T: +44 (0)1143 030 320

Useful Links
Privacy Policy
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tel:+441525217556
tel:+4401143030320
https://dynamicmetalsltd.com/pl/polityka-prywatnosci/
https://dynamicmetalsltd.com/pl/mapa-strony/
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