
NICKEL ALLOY MP35N®
Nickel Alloy MP35N® is an ultra-high strength nickel-cobalt alloy, with good ductility, oxidation and corrosion

resistance which is hardened through work hardening and ageing.

Specific Gravity

 

Typical Applications Related Specifications

 Fasteners AMS 5844

AMS 5845

Chemical Composition (Wt %)

                   

Min                  

Max                  

Typical Mechanical Properties

 
0.2%
Proof
Stress

Tensile
Strength

Elongation
Reduction

of area
Hardness

           

Content          

           

           

Hardness after Heat Treatment
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General Enquiries
T: +44 (0) 1525 217 556  (tel:+4401525217556)
E: sales@dynamicmetalsltd.com  (mailto:sales@dynamicmetalsltd.com)

UK Address:

Head Office

40 Eden Way
Chartwell Business Park
Leighton Buzzard
Bedfordshire
LU7 4FY

T: +44 (0)1525 217 556  (tel:+441525217556)

Conversion Centre

Suite 2 Meadowhall Riverside
Meadowhall Road
Sheffield
South Yorkshire
S9 1BW

T: +44 (0)1143 030 320  (tel:+4401143030320)

Registered Office (only)

The Granary
Crowhill Farm Ravensden Road
Wilden
Bedfordshire
MK44 2QS

T: +44 (0)1525 217 556  (tel:+441525217556)
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